KOHLER Faucets

Features

® Two lever handles offer separate control of hot and cold
water.

Spout sold separately.

Artifacts®
T-handle bathroom sink faucet handles

K-98068-6

UltraGlide® valves with dry-stem technology are designed to

eliminate common leak paths and provide smooth, effortless

control.
Quarter-turn washerless ceramic disc valves.

Coordinate with your choice of Artifacts spout for a
personalized design.

Material

® Brass valve bodies.

® Premium metal construction for durability and reliability.
® KOHLER finishes resist corrosion and tarnishing.

Installation
® For8"- 16" (203 - 406 mm) centers.

® Handles are preassembled on valves to simplify installation.

® Widespread.

Required Products/Accessories

K-72758 widespread bathroom sink spout
or

K-72759 Widespread bathroom sink spout
or

K-72760 widespread bathroom sink spout

Recommended Products/Accessories
K-23723 Faucet cleaner
K-72567 18" Towel Bar
K-72568 24" Towel Bar
K-72570 24" Double Towel Bar
K-72571 Towel Ring
K-72572 Robe Hook
K-72573 Pivoting toilet paper holder
K-72576 Toilet paper carriage

) dner”

u(‘ E

N\

<
==

ADA | CSA B651 | OBC
Codes/Standards
ASME A112.18.1/CSA B125.1
NSF/ANSI 61

NSF/ANSI 372

All applicable US Federal and State material
regulations

ADA

ICC/ANSI A117.1

CSA B651

OBC

KOHLER® Faucet Lifetime Limited
Warranty
See website for detailed warranty information.

Available Colors/Finishes
Color tiles intended for reference only.

Color Code Description
CP  Polished Chrome
SN  Vibrant® Polished Nickel
BN  Vibrant® Brushed Nickel
E BV  Vibrant® Brushed Bronze
B 28z Oil-Rubbed Bronze
‘ oMB Vibrant® Brushed Moderne

Brass
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Artifacts®
KOHI-ER FaUCGtS T-handle bathroom sink faucet handles

K-98068-6
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